dow.com/submittalsEMEA
dow.com/contactus

7.

DECLARATIA DE PERFORMANTA
Nr. SNF_DOP_001

Codul unic de identificare al tipului de produs:
Garnitura de geamuri structurale DOWSIL™ 895

Tipul, lotul sau numarul de serie sau alte elemente care permit identificarea produsului
folosit in constructii conform articolului 11(4):

in vigoare din data de 19 februarie 2014

Utilizarea sau utilizarile avute in vedere ale produsului pentru constructii, in conformitate cu
specificatia tehnica armonizata n vigoare, conform prevederilor producatorului:

Sisteme de geamuri de etansare structurale

Denumirea, denumirea comerciala inregistratd sau marca comerciala inregistrata si adresa
de contact ale producatorului conform articolului 11(5):

Dow Europe GmbH
Bachtobelstrasse 3
8810 Horgen
Elvetia

Acolo unde este cazul, numele si adresa de contact ale reprezentantului autorizat al carui
mandat acopera sarcinile specificate in articolul 12(2):

Nu este cazul

Sistemul sau sistemele de evaluare si verificare a consecventei performantelor produsului
pentru constructii conform celor expuse in Anexa V:

Sistemul 1+

In cazul declaratiei de performanta referitoare la un produs pentru constructii acoperit de un
standard armonizat:

Nu este cazul

Disclaimer: The information contained in DoP and this presentation is provided in good faith and deemed accurate at the date of publication of this document.
Notwithstanding any intended uses specified in this document, due to differing conditions of use, the user remains liable to ensure the Product is suitable for its
intended uses and applications and is legally compliant for the same. Therefore, The Dow Chemical Company makes no warranty express or implied regarding the
fitness of the Product for any particular purpose. This information should not be construed as legal advice. Sales of the Product remain subject to the applicable
terms and conditions of sale. User should refer to the Product Safety Data Sheet any user guidance provided in connection with the use of the Product.

©™ Trademark of The Dow Chemical Company (“Dow”) or an affiliated company of Dow
© 2018-2025 The Dow Chemical Company. All rights reserved. 2000024823-46800 Form No. 62-1888-19-1125 S2D



<>

8.

s-a emis:

UBatc

BCCA 0749

in baza:

ETA 01/0005

9. Performante declarate

Disclaimer: The information contained in DoP and this presentation is provided in good faith and deemed accurate at the date of publication of this document.
Notwithstanding any intended uses specified in this document, due to differing conditions of use, the user remains liable to ensure the Product is suitable for its
intended uses and applications and is legally compliant for the same. Therefore, The Dow Chemical Company makes no warranty express or implied regarding the
fitness of the Product for any particular purpose. This information should not be construed as legal advice. Sales of the Product remain subject to the applicable

Tn cazul declaratiei de performanta referitoare la un produs pentru constructii pentru care a
fost emisa o evaluare tehnica europeana:

Performante
Caracteristici Esentiale ¢ Standard tehnic
Declarate
Masa Specifica 1.45 de EAD 090010-00-0404
Duritate A Media de 33 Shore A | de EAD 090010-00-0404
Solicitare la intindere proiectata 0.14 MPa de EAD 090010-00-0404
S'olicit.are prioectata la effort de forfecare 0.14 MPa de EAD 090010-00-0404
dinamic
Modul de elasticitate la intindere (EQ) 0.9 MPa de EAD 090010-00-0404
Modul de elasticitate Tn cazul efortului de
forfecare tangential fatd de origine (G0) 0.3 MPa de EAD 090010-00-0404
Interval de aplicare (25°C, 50%RH) 15 min de EAD 090010-00-0404
Pielea in timp (25 ° C, 50% HR) 15 min de EAD 090010-00-0404
Interval de intarire (25°C, 50%RH) 30-50 min de EAD 090010-00-0404
Interval de asteptare Tnainte de transportarea - .
cadrului lipit Minim 21 zile de EAD 090010-00-0404
Rezistenta la intindere, bara” h (ALU-GL),
23°C-50RH + 1 d H20 >0.70 MPa de EAD 090010-00-0404
Coeziune nereusita 100%, bara™ h (ALU-GL), o
23°C-50RH 100% de EAD 090010-00-0404

terms and conditions of sale. User should refer to the Product Safety Data Sheet any user guidance provided in connection with the use of the Product.
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10. Performantele produsului identificat la punctele 1 si 2 sunt in conformitate cu performanta
declarata de la punctul 9. Prezenta declaratie de performanta este eliberata in baza
raspunderii exclusive a producatorului identificat la punctul 4.

Semnat pentru si in numele producatorului de catre:

Sebastien Dath
Technical Service & Development Leader — EMEAI
Dow Building Science

Seneffe, 01 noiembrie 2025
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